
Product  14-08-2025

Precision Vice 125x150 mm Incl.

accessories

40335150

Precision vice that can be used for milling tasks on conventional

and controlled processing machines.

Delivered incl. clamping iron, groove stone (item no. 40385600),
work stop, clamping and Allen key.

125 x 150 mm 

Span 150 mm 

Quick positioning of movable tray, short spindle for

clamping workpieces 

The vice has a high repetition accuracy of clamping

position 

The fixed jaw is reversible for use with a movable prism

jaw (40374xxx) and floating center tray (40373xxx) when

sharpened clamping grooves at the top are to be used for

thin items 

Large range of accessories for versatile tasks 

Extra threaded holes for customer-specific solutions 

Made of high-alloy quality steel (20Cr.Mn.Ti.). Surface

hardened to 58-68 HRC with a hardening depth of 0.8-1.2

mm.

Product details

Item no. 40335150

EAN 5708004011446

Customs tariff 8205700000

Sales Quantity 1

Product specifications

Barcode 5708004011446

Base width 95 mm

Base height 40 mm

Jaw width 125 mm

Jaw height 40 mm

Clamping Manuel

Product type Machinevice

Serial no. Nr. 2

Clamping force Max. 45 NM

Clamping width 150 mm

Slot size on vice 16 mm

Total length 345 mm

Gross weight 16.800 kg
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